 Contractors to use Architectural drawings for set out. Contractors to check and verify all Dimensions on Site prior to Construction/Fabrication. Figured Dimensions take precedence over Scaled Dimensions. Any discrepancies should be immediately referred to the Architect. All work to comply with N.C.C. Statutory Authorities and relevant Australian Standards.
Contractors to use Architectural drawings for set out.

Contractors to check and verify all Dimensions on Site prior to Construction/Fabrication.

Figured Dimensions take precedence over Scaled Dimensions.

Any discrepancies should be immediately referred to the Architect.

All work to comply with N.C.C. Statutory Authorities and relevant Australian Standards.

Town Planning

1 : 20

C:\Temp\312084 OLSH_mmcshanag.rvt16/12/2013 11:57:32 AM

TP2

Our Lady of the Sacred Heart

115 DARRA STATION ROAD.
DARR QLD 4076

3D VIEWS 01

SCALE

3D BLOCK B NORTHEAST

SCALE

3D BLOCK B NORTHWEST

Revision Description Date

1 PLANNING PRELIMINARY ISSUE 13.12.09

2 DA SUBMISSION 16.12.13
Contractors to use Architectural drawings for set out.

Contractors to check and verify all Dimensions on Site prior to Construction/Fabrication.

Figured Dimensions take precedence over Scaled Dimensions.

Any discrepancies should be immediately referred to the Architect.

All work to comply with N.C.C. Statutory Authorities and relevant Australian Standards.
LIFT GLA GLA CENTRAL SHARED ZONE GLA GLA ENTRY STAIR 02 A30.02 1 A30.01 2 A31.01 1 A31.01 2 A31.01 8400

SOCIAL NOOK STAIR 01 10° 8844 8855

WORK / ESL ROOM INTERNAL CIRCULATION CORRIDOR 1200 250 1200

STORE 1 STORE 2 41700 41700 41700 41700 41700 41700

EXISTING BUILDING TO BE RETAINED EXISTING ADMINISTRATION EXISTING LIBRARY NEW BLOCK B EXISTING BLOCK C COVERED LUNCH AREA / AGORA

SPANNED (SPANDEK COLORBOND)

EXISTING SETBACK PROPOSED SETBACK

SCRN%A SCRN%A SCRN%A SCRN%A ASCRN%A SCRN%A SCRN%A SCRN%A SCRN%A

CONC%I CONCRETE INSITU SCRNB SCREEN TYPE B VERTICAL STEEL GALVANIZED 150 Z PURLIN SCREENING

CFC COMPRESSED FIBRE CEMENT SHEETING SYSTEM

MF METAL FASCIA

MRSC METAL ROOF SHEETING TYPE C (SPANDEK COLORBOND)

OPWA OPERABLE WALL ACOUSTIC & PASS DOOR

SCRNA SCREEN TYPE A ALUMINIUM BOX SECTION WINDOW SCREENING

WKB2 WORK BENCH COMPACT LAMINATE WITH SHELVES BELOW

LEGEND

AFSW%A ALUMINIUM FRAMED SLIDING WINDOW TYPE A GLAZED PANELS

BGK BAG RACK GALVANISED STEEL FRAME AND FIXED SHELVES

CONC%I CONCRETE INSITU

DPSC DUAL PANEL SLIDING CAVITY DOOR

EG EAVES GUTTER

FHG FULL HEIGHT ALUMINIUM FRAMED GLAZED EXTERNAL WALL

MF METAL FASCIA

MRSC METAL ROOF SHEETING TYPE C (SPANDEK COLORBOND)

OPWA OPERABLE WALL ACOUSTIC & PASS DOOR

SCRNA SCREEN TYPE A ALUMINIUM BOX SECTION WINDOW SCREENING

SCRNB SCREEN TYPE B VERTICAL STEEL GALVANIZED 150 Z PURLIN SCREENING

ST%IC STAIR INSITU CONCRETE BROOM FINISHED

WKB2 WORK BENCH COMPACT LAMINATE WITH SHELVES BELOW

AREA SCHEDULE 7 BLOCK B STAGE 2 LEVEL 1 ROOM NO. ROOM NAME AREA

1.01 LIFT 6.07 m²

1.02 GLA 73.69 m²

1.03 GLA 73.08 m²

1.04 CENTRAL SHARED ZONE 66.93 m²

1.05 GLA 73.88 m²

1.06 GLA 73.88 m²

1.07 ENTRY 27.81 m²

1.08 STAIR 02 18.32 m²

1.09 SOCIAL NOOK 4.12 m²

1.10 STAIR 01 21.51 m²

Grand total 439.27 m²
Contractors to use Architectural drawings for set out.
Contractors to check and verify all Dimensions on Site prior to Construction/Fabrication.
Figured Dimensions take precedence over Scaled Dimensions.
Any discrepancies should be immediately referred to the Architect.
All work to comply with N.C.C. Statutory Authorities and relevant Australian Standards.